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Most ordering mistakes are caused by measuring the pipe size of the fitting 
or component incorrectly. The nominal size of any pipe does not in fact refer 
to either the outside diameter (O.D.) or the inside diameter (I.D.) of the 
pipe. The table lists standard pipe sizes along with the actual O.D. and I.D. 
for each size. Keep in mind that manufacturers may slightly modify these 
dimensions to strengthen or enhance the performance of a product.

Pipe Thread Data

1 4 3 8 1 2 3 41 8
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Once the correct pipe size has been 
determined,  the "E", dimension may be 
used to determine the length of the 
component required to assemble 
properly when fully  tightened.

E

Push-Lok Hose Barbs

All Push-Lok Hose fittings are constructed
of brass and do not require the use of hose
clamps when used with Push-Lok hose.

Flow Diameters on Push-Lok hose barbs
are maximized for improved flow rates.

Push-In O-Ring Plugs

O-Ring Plugs are used when backed up
by other mold inserts, holder block, etc.

Require less space than NPT pipe plugs.
Less interference in tight spaces.
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Standard Buna O-ring provides seal to 210  F
Viton O-rings and quad rings available.
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Pipe Thread Info

Pipe Check

PC-100
PC-100 simply determines the size of pipes from 1/16" to 1/2" NPT. Made 
entirely of heavy gauge aluminum, this model is perfect for the office, 
warehouse, or factory floor. Just turn the thread into the hole that fits to 
determine pipe size.

Once the correct pipe size has been determined,  
the "E", dimension may be used to determine the 
length of the component required to assemble 
properly when fully  tightened.
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Tap Drill Size

11 16

9 16

145 641

15 321

11 642

15 64

21 64

27 64
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With Ream

9 16
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7 16

3 162

23 321

29 32

11 32

1 9 64

45 64

31 641

1 4

Most ordering mistakes are caused by 
measuring the pipe size of the fitting or 
component incorrectly. The nominal size of any 
pipe does not in fact refer to either the outside 
diameter (O.D.) or the inside diameter (I.D.) of 
the pipe. The table lists standard pipe sizes 
along with the actual O.D. and I.D. for each 
size. Keep in mind that manufacturers may 
slightly modify these dimensions to strengthen 
or enhance the performance of a product.

Pipe Thread Data
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